
Part  
No. 

Engine 
Connector Hose Primer Hose Tank 

Connector Fitting

033482-10

033418-10

033486-10

033421-10

033477-10

033418-10

033480-10 033400-10
033480-10

*034385-10LPA

*034385-10

EPA

International

*034391-10LPA

*034391-10

EPA

International

033481-10 033470-10033481-10

*034394-10LPA

*034394-10

EPA

International

*034388-10LPA

*034388-10

EPA

International

033410-10 033400-10
033410-10

033471-10 033470-10033471-10

3/8 in. ID

5/16 in. ID

3/8 in. ID

3/8 in. ID

033498-10 033496-10

*034386-10LPA

*034386-10
International

033501-10033497-10

3/8 in. ID

3/8 in. ID

1998 & Newer Style Engines 1998 & Newer Style Engines 

*

*

 Primer Bulb    Hose
 Engine Connector  Tank Connector

Full FLA package includes:

3/8 in. ID

5/16 in. ID

*Fuel tank connector design is a registered 
trademark of Scepter, used under license.  

033502-10

1991 & Newer Style Engines 

Fuel Line Assemblies

Jerry Cans Gas Docks

Portable Tanks

Fuel Water Separators

Senders & Gauges

Battery Boxes Motor Flushers

Below Deck Tanks

Part No. Capacity 

620009LP 9 Gal/34L

630013LP 12 Gal/45L 

630012LP 12 Gal/45L

031615BR 14 Gal/53L

031818BR 15 Gal/57L

031620BR 18 Gal/68L

031527BR 18 Gal/68L
031626BR 22 Gal/83L
031526BR 24 Gal/91L

 ABYC/NMMA/EPA/CARB Compliant
 Rotating fuel withdrawal
 Fuel reserve
 Sight gauge
 Cap tether
 Audible click on closure of cap
 Two-way vented cap
 Two-year warranty

*

*

*

Ø 1.5 in.
    33 mm

Rotates
360º

2.75 in.
54 mm

Sending Unit

Fill 
Spout

Pickup

Vent

Tank Specifications
  Machined aluminum 3/8 in. withdraw fitting features  
  360° swivel poplock for hook-up convenience
  Ethanol and biodiesel-corrosion and pit-resistant
  Fittings meet ABYC requirements and enable seamless 

connections with rigid low-perm hoses
  UV rating of 8. Temp rating from -40ºF to 176ºF
  Suitable for either gasoline and diesel use
  Hold-down grooves molded directly into tank shells for secure 

attachment with Moeller’s Permanent Fuel Tank Hold Down Kit 
(035710).

  Suitable as replacement tanks for boats built before 2011. 
If you own a later-model boat, contact Moeller or your 
manufacturer for direction. 

032518 
17 Gal/65L

Sizes range from 6 gallon to 230 gallons

032520 
20 Gal/76L

032585 
85 Gal/322L

520015 
15 Gal/57 L

520025 
25 Gal/95 L

520026 
25 Gal/95 L

 15- and 25-gallon capacities
 Rugged blow mold design
 Shutoff conveniently located at base of 

tank

Part No. Capacity Type
 085013 1 Gal/3.8 L CARB Gas Can
085023 2 Gal/7.6 L CARB Gas Can
085310 2 Gal/7.6 L CARB Combo Can
085053 5 Gal/18.9 L CARB Gas Can

085056 5 Gal/18.9 L CARB Diesel Can

085059 5 Gal/18.9 L CARB Kerosene Can
085060 6 Gal/22.7 L CARB Gas Can

 081012 1.2 Gal/5 L Self-Venting Gas Can

081022 2.5 Gal/9 L Self-Venting Gas Can

081052 5.3 Gal/20 L Self-Venting Gas Can

081062 6.6 Gal/25 L Self-Venting Gas Can

081046 5.3 Gal/20 L Self-Venting Diesel Can

082300 5.0 gal/19L Water Can

 

  Protective, child resistant dust cap
  Self-venting SMART-FILL nozzle
  Top & bottom anchors for easy 
pours

  Safety collar for locking
  No external vent
  CARB-compliant and TSG-Approved

035750-10 
035751-10 
035752-10 
035753-10 
035754-10 
035755-10 
035756-10
 035757-10 
035758-10 

 7-1/2 in. 191 mm 
8 in. 203 mm 
10 in. 254 mm 
11-3/4 in. 300 mm 
12 in. 305 mm 
14 in. 356 mm 
16-1/4 in. 413 mm 
17-3/4 in. 451 mm 
22 in. 559mm

Swingarm Mechanical Swingarm Electrical

Universal Gas/Diesel Reed Array Reed Switch 

Swingarm Electrical Sending 
Unit with Diesel Return Dash Mounted Gauge
Dash Mounted Gauge

Dash Mounted Gauge Dash Mounted Gauge

035722-10 
035729-10 
035725-10 
035726-10

6-12 in. 152-305 mm 
12-24 in.  305-610 mm 
4-28 in. 102-685 mm 
4-28 in. 102-685 mm

035789-10  6-24 in. 152-610 mm 

035724-10 12-24-1/2 in. 
152-610 mm 

035791-10 6-24 in. 152-610 mm 
6-24 in. 152-610 mm 

035773-10 
035774-10 
035769-10 
035761-10 
035762-10 
035764-10 
035765-10
 035767-10  
035768-10  
035768-10 

6 in. 142 mm 
7 in. 191 mm 
8 in. 203 mm 
9 in. 229 mm 
11 in. 254 mm 
13 in. 305 mm 
15 in. 356 mm 
18-1/2 in. 445 mm 
21 in. 533 mm 
23 in. 584 mm

Complete kit includes:
  Dash-mounted gauge
  Limited lifetime warranty

035794-10 

Dash-mounted gauge sold separately

Direct Sight Gauge

Dash Mounted Gauge

Moeller sells the right filters for 
every application: 
inboard, outboard, and inline.

Inboard Engine Flusher
Part No. 099085-00

099076-00 

099077-00

099082-00

380160 

099080-00

Moeller offers a comprehensive line of motor flushers for in-
board and outboard motors, including a telescoping flusher for 
use below deck. Best of all, you are assured of Moeller quality 
and reliability, regardless of which flusher you choose. 
Check out the listings go to www.moellermarine.com.Part No. 

042203 Power Center Battery Box

042213 Holds 24 Series Batteries

042231 Holds 24 Series Batteries

Molded-in fill neck

EPA-compliant safety cap

Direct-sight gauge for 
convenient reading

1/4 NPT fuel withdrawal elbow 
angled at 90°

031527BR

033320-10

Part No. Capacity 

033314-10 Composite for standard engine

033328-10 Powder-coated Aluminum / standard engine 

033339-10 Powder-coated Aluminum / Inboard & Outboard

033322-10 Fuel Filter Value Kit

033320-10 Powder-coated Aluminum

033314-10 033328-10 033339-10

033322-10

 Easy-to-grip cap with manual vent
 DOT-certified “Special Container”
 8 ft. fuel hose included


