
Flexible High Energy magnetic sheet
Item Code: EX-WM-H30 /50

FOB Price: $9.00/sq.m

Mini Order: 1 roll

Average Rating: lb (kg)

Inquire Now

Overview

Description:
This rubber sheet is much thinner than normal flexible magnet, and with high magnet strength. The material is especially designed for 
Car Sign market. It enables large format graphic display on one car, which traditional magnet can' t achieve. It offers a much easy way to 
install large format graphics on car, compare with traditional adhesive vinyl graphics.

Application:
. A new approach for printing car sign, and just print on it as you print on normal PVC.
. Bus Graphic.
. Commercial Vehicle Advertisement.
. Indoor and outdoor graphics and signs which has contains metallic surface.

 

http://www.sign-in-china.com
http://www.sign-in-china.com/product/1298/pdf/Flexible_High_Energy_magnetic_sheet.html
http://www.sign-in-china.com/inquiry/?id=1298


Details

Specifications

 

High Energy Magnet EX-WM-H30 EX-WG-H30 EX-PSA-H30 EX-PB-H25

Surface PVC, White PVC, White

Plain Brown 
with Self-
adhesive

Plain Brown 
with Self-
adhesive

Finish Matt Glossy - -

Substrate

High Energy High Energy High Energy High Energy

Flexible Magnet Flexible Magnet Flexible Magnet Flexible Magnet

Holding Strength
30g/CM2/ 
45g/CM2

30g/CM2/ 
45g/CM2

20g/CM2/ 
30g/CM2/ 
45g/CM2

20g/CM2/ 
30g/CM2/ 
45g/CM2

GSM
1140g/m2
/ 1900g/m2

1140g/m2
/ 1900g/m2

950g/m2
/ 1140g/m2
/ 1900g/m2

950g/m2
/ 1140g/m2
/ 1900g/m2

Thickness 0.3mm/ 0.5mm
0.35mm/ 

0.4mm/ 0.6mm
0.35mm/ 

0.4mm/ 0.6mm
0.35mm/ 

0.4mm/ 0.6mm

Available Length

32.8'/65.6'/98.4' 
(10m/ 20m/ 

30m)

32.8'/65.6'/98.4' 
(10m/ 20m/ 

30m)

32.8'/65.6'/98.4' 
(10m/ 20m/ 

30m)

32.8'/65.6'/98.4' 
(10m/ 20m/ 

30m)
Available Width 24.4" (620mm) 24.4" (620mm) 24.4" (620mm) 24.4" (620mm)
Shelf Life 2 Years 2 Years 2 Years 2 Years
Application 
recommendation

Car Sign; POP/ 
Exhibit

Car Sign; POP/ 
Exhibit

Car Sign; POP/ 
Exhibit

Car Sign; POP/ 
Exhibit

Printing Method

UV Printing, 
Screen Printing, 

Inkjet Printing

UV Printing, 
Screen Printing, 

Inkjet Printing - -

Characteristics magnetic sheet

Mainly used for car sign printing

Code EX-WM-H30

Surface PVC

Finish Matte,Matte (waterproof)

Substrate High Energy,Flexible Magnet

Holding Strength 1.3"/0.6"(0.03kg/sq.cm/0.045kg/sq.cm)

GSM 1.14kg/sq.m/ 1.9kg/sq.m

Thickness 0.01"/0.02"(0.3mm/ 0.5mm)

Available Length 393.7"/787.4"/1181.1"(10000mm/20000mm/30000mm)

Available Width 24.4"(620mm)

Shelf Life 2 Years



Inks

UV Curable Ink, 
Solvent & Eco-

Solvent Ink

UV Curable Ink, 
Solvent & Eco-

Solvent Ink - -
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